UNIVERSAL BRACKET
STD DWG AT 4

MASTARM

s

| |
]

SECTION B

MASTARM SIGNAL
HEAD (TYP)

SEE STD DWG AT 6 E

MIN.CLEARANCE:17'-6"
MAX.CLEARANCE:19'-0"

///ﬁRDADWAY

MASTARM SIGNAL

,‘2//

/////RED (TYP)
!a:::::::::::::::::::::::::::2{5
12

GREEN (TYP)

1 VEHICLE
PER GREEN
EACH LANE

8" RED STATUS

LIGHT

TOP SIGNAL HEAD. SEE STD DWG AT 6

12" RED
12" GREEN
R10-6 (RIGHT OR LEFT)
STOP STOP 24" x 36
HERE ON HERE ON SIDE SIGNAL HEAD. SEE STD DWG AT 4.
RED RED
’//f*B” GREEN
R10-6 (LEFT) R10-6 (RIGHT) — - ¢ -————AXIS OF INDICATION PARALLEL

24" x 36" 24" x 36" TO ROADWAY SURFACE

| VvEHICLE
PER GREEN

N

18"

\ MAST ARM POLE

STD DWG sSL 1,SL 2

60" x 36"
STD DWG AT 3

ASSEMBLY

MAST ARM FOUNDATION
STD DWG SL 4

- FOR POSITION RELATIVE TO

STOP BAR AND SHOULDER.
SEE STD DWG AT 5

x 24"
STD DWG AT 3

3// >< 5//
HAND HOLE WITH
REINFORCING FRAME

EDGE OF TRAVELED WAY

PREFABRICATED TAPERED POLE
WITH SLIP BASE PER STD DWG SL 5.
FOR POSITION RELATIVE TO

REVISIONS

REMARKS

APPR

DATE

0

STOP BAR AND SHOULDER PER STD DWG AT 5.

AND COVER

RAMP METER SIGNAL ASSEMBLY

WITH ENFORCEMENT INDICATION

MIN.

1-SECTION SIGNAL HEAD
WITH 8" YELLOW LENS

W3-3
30"

\\\\¥—30’x 24"

STD DWG AT 3

(DUAL)
x 30"

METERING

WHEN
FLASHING

4’ —0"
MIN.

‘\\\\\*'PREFABRICATED TAPERED
POLE STD DWG SL 5
WITH SLIP BASE

ADVANCE

FLASHING BEACON ASSEMBLY

UTAH DEPARTMENT OF TRANSPORTATION

STANDARD DRAWINGS FOR ROAD AND BRIDGE CONSTRUCTION

SALT LAKE CITY, UTAH

RECOMMENDED FOR APPROVAL

JULY 23,2002

DATE

STANDARDS COMMITTEE

JULY 03,2002

DATE

DEPUTY DIRECTOR

RAMP METER
DETAILS

STANDARD DRAWING TITLE

STD DWG

AT 2




